STATUTES AT LARGE

All service rooms and working centers such as medicine cabinets or
nurses' charting desks shall be adequately lighted.
In hospitals having operating rooms and/or delivery rooms there shall
be satisfactory means of illumination of the operative field as well as
general illumination.
3. ELtERGENCY
Emergency lighting facilities must be provided and distributed so as
to be.readily available to personnel on duty.
Flashlight or battery operated lamps shall be in readiness at all times
for use in delivery room and operating room. At no time may open flame
type of light be used in these rooms.
E. Ventilation
Kitchens, bathrooms and service rooms shall be s o located and ven-
tilated by window, gravity or forced ventilation as to prevent offensive
odors from entering patients' rooms and the public halls.
New Construction: There shall be adequate ventilation of operating
rooms, delivery rooms, utility rooms, x-ray rooms, kitchen or kitchens,
laundry, toilets and work rooms.
Special attention shall be given to the ventilation of patients' quarters
so as to supply fresh air and to prevent accumulation of objectionable
odors.
Buildings which are not provided with a complete force ventilation
system, by means of fresh intake ducts and special foul air exit ducts,
shall be fitted with shields or plates inside of the base of the windows
to protect the patients from the direct currents of cold air, or must have
some means of eliminating direct currents of cold air on patients.
F. Stairways and elevators
All open stairwells must have guardrails, and stairways and ramps
shall be provided with handrails.
Stairways should be of a width and a design which will easily accom-
modate removal of patients.
New Construction: In all multi-storied hospital structures at least
one elevator 5'4" x 8' inside measurements or larger shall be provided
with a capacity of 3,500 pounds. Cab and shaft doors shall be'not less
than 3'10" clear opening. Installations shall comply with local and state
codes, American Standard Safety Code for Elevators, National Electric
Code, and the National Board of Fire Underwriters.
Elevators and machinery shall be maintained, checked and kept in good
condition at all times and shall be enclosed with fireproof material and
shall have an emergency signal system as well as adequate safety devices.
G. Maintenance
The hospital structure and its component parts and facilities shall be
kept in good repair and operating condition.
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